
DECORATIVE

CIRCLE LED BASE S 

Preserving the past with the power of innovation 

Building on the proven success of the CIRCLE LED BASE retrofit 
solutions, we have developed the CIRCLE LED BASE S — a next-
generation LED retrofit kit meticulously optimised to ensure greater 
integration into existing luminaires. 

Thanks to its compact design, enhanced ingress protection and versatile 
installation system, the CIRCLE LED BASE S seamlessly fits into a 
variety of luminaire types — including compact and slim-profile designs 
— without compromising their original aesthetic. 

Incorporating the latest LED lighting innovations allows you to upgrade 
your heritage luminaires while preserving the character of the original 
lighting installation. CIRCLE LED BASE S eliminates the need for full 
luminaire replacement, reducing both costs and environmental impact. 

Discover our sustainable lighting solutions and join us on the journey 
towards a brighter and greener future. 
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CIRCLE LED BASE S | SUMMARY   

Concept 

CIRCLE LED BASE S is part of the Schréder Circle Light Ecosystem that enables needless 
waste to be avoided while complying with lighting pollution regulations, minimising 
maintenance operations and saving energy.  

The CIRCLE LED BASE S retrofit solutions have been designed to easily integrate with existing 
Schréder luminaires. Wherever the historical aesthetic and legacy of the luminaire matter, 
CIRCLE LED BASE S brings new light — efficient, sustainable and preserving its environment 
perfectly. 

This retrofit solution is equipped with Schréder ProFlex�  photometric engines, providing high 
efficiency, visual comfort and enhanced safety. Available in two sizes, with various light 
distributions and LED colours, CIRCLE LED BASE S meets the nuanced needs of various 
lighting applications. Its 3000K and 2700K LED colour options respect nocturnal biodiversity 
and ensure gentle, responsible illumination — for people and night time ecosystems alike. 

As part of our sustainability commitment, CIRCLE LED BASE S uses recyclable materials in a 
robust design that offers high mechanical and tightness levels. Its IP66-rated version enables 
retrofitting for old lanterns that would not offer the tightness protection of the latest LED 
technology. 

CIRCLE LED BASE S does not require any new wiring or any lighting infrastructure 
modifications either. Fast and easy integration is ensured using quick connectors or cable 
glands. 

 

TYPES OF APPLICATION 
• URBAN & RESIDENTIAL STREETS 

• BRIDGES 

• BIKE & PEDESTRIAN PATHS 

• RAILWAY STATIONS & METROS 

• CAR PARKS 

• SQUARES & PEDESTRIAN AREAS 

• ROADS & MOTORWAYS 

 

KEY ADVANTAGES 
• Sustainable and circular: replace only 
the components you need and avoid 
unnecessary waste 

• Reduces environmental impact and the 
carbon footprint. 

• Facilitates component removal, 
increases the standardisation of parts and 
materials separability. 

• Easy installation 

• Maximised savings in energy and 
maintenance costs 

• ProFlex�  photometric engines offering 
high efficiency lighting, comfort and safety 

 
  

 

 
CIRCLE LED BASE S preserves the aesthetic 
integrity of your heritage luminaires while 
helping you benefit from the best in the latest 
LED technology. 
  

 
This sustainable solution helps you upgrade 
your existing luminaires by only replacing the 
power and LED source, avoiding costly 
replacement and unnecessary waste. 
  

 
CIRCLE LED BASE S is available in two sizes 
with various light distributions, to meet the 
needs of various lighting retrofit projects. 
  

 
Its plug-and-play installation philosophy 
ensures hassle-free upgrading. 
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CIRCLE LED BASE S | VERSIONS   

CIRCLE LED BASE S | CIRCLE LED BASE S 1 

 

CIRCLE LED BASE S | CIRCLE LED BASE S 2 
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CIRCLE LED BASE S | PHOTOMETRY   

 ProFlex™ 

The ProFlex�  photometric engine integrates the lenses into a 
polycarbonate protector. This integration increases the output 
and reduces the reflection inside the optical unit. The 
polycarbonate used for the ProFlex�  photometric engine offers 
essential characteristics such as high optical clarity for a superior 
light transmission, better impact resistance compared to glass 
and a long life span with UV-stabilisation treatment. The 
ProFlex�  concept enables a compact design with a thin optical 
compartment. It provides extensive light distributions so that the 
spacing between the luminaires can be increased. 
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CIRCLE LED BASE S | CONTROL SYSTEMS

 Custom dimming profile 

Intelligent luminaire drivers can be programmed with complex 
dimming profiles. Up to five combinations of time intervals and 
light levels are possible. This feature does not require any extra 
wiring. 

The period between switching on and switching off is used to 
activate the preset dimming profile. The customised dimming 
system generates maximum energy savings while respecting the 
required lighting levels and uniformity throughout the night. 

A. Dimming level | B. Time
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CIRCLE LED BASE S | CHARACTERISTICS

GENERAL INFORMATION 

FutureProof Easy replacement of the photometric 
engine and electronic assembly 

Circle Light label Score ≥90 - The product fully meets 
circular economy requirements 

Driver included Yes 

CE mark Yes 

ENEC certified Yes 

RCM mark Yes 

UKCA marking Yes 

HOUSING AND FINISH 

Housing Aluminium 

Optic Polycarbonate 

Protector Polycarbonate (with integrated lenses) 

Housing finish Polyester powder coating 

Standard colour(s) RAL 9003 signal white 

Tightness level IP 66 

Impact resistance IK 08 

OPERATING CONDITIONS 

Operating 
temperature range 
(Ta) 

-30°C up to +55°C / -22°F up to 131°F
with wind effect

· Depending on the luminaire configuration. For more details, please
contact us.

ELECTRICAL INFORMATION 

Electrical class Class I EU, Class II EU 

Nominal voltage 220-240V – 50-60Hz

Electromagnetic 
compatibility (EMC) 

EN 55015 / EN 61000-3-2 / EN 61000-3-3 
/ EN 61547 

Control protocol(s) 1-10V, DALI

Control options AmpDim, Bi-power, Custom dimming 
profile 

OPTICAL INFORMATION 

LED colour 
temperature 

2700K (Warm White WW 727) 
3000K (Warm White WW 730) 
4000K (Neutral White NW 740) 

Colour rendering 
index (CRI) 

>70 (Warm White WW 727)
>70 (Warm White WW 730)
>70 (Neutral White NW 740)

LIFETIME OF THE LEDS @ TQ 25°C 

All configurations 100,000h - L90 

· Lifetime may be different according to the size/configurations. Please
consult us.
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CIRCLE LED BASE S | CHARACTERISTICS   

DIMENSIONS AND MOUNTING 

AxBxC (mm | inch) CIRCLE LED BASE S 1 : 224x82x230 | 8.8x3.2x9.1 
CIRCLE LED BASE S 2 : 274x82x230 | 10.8x3.2x9.1 

Weight (kg | lbs) CIRCLE LED BASE S 1 : 2.0-2.1  | 4.4-4.6  
CIRCLE LED BASE S 2 : 2.2-2.9  | 4.8-6.4  

Mounting possibilities Retrofit kit 

· The dimensions are given for the CIRCLE LED BASE S IP66-rated version. For more information about dimensions and weights, please refer to the installation 
instructions. 
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CIRCLE LED BASE S | MOUNTING OPTION(S)   

 

CIRCLE LED BASE S | Universal adaptation 
plate with adjustable mounting brackets 
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CIRCLE LED BASE S | LIGHT DISTRIBUTIONS   
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 Luminaire output flux (lm) 
Power 

consumption 
(W) 

Luminaire 
efficacy 
(lm/W) 

 Warm White  
WW 727 

Warm White  
WW 730 

Neutral White  
NW 740 

Number 
of LEDs Min Max Min Max Min Max Min Max Up to 

8 700 3100 800 3500 900 3800 10 30 155 

16 1500 6200 1700 7000 1800 7600 19 54 162 

Tolerance on LED flux is ± 7% and on total luminaire power ± 5 % 
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 Luminaire output flux (lm) 
Power 

consumption 
(W) 

Luminaire 
efficacy 
(lm/W) 

 Warm White  
WW 727 

Warm White  
WW 730 

Neutral White  
NW 740 

Number 
of LEDs Min Max Min Max Min Max Min Max Up to 

24 2300 8500 2500 9500 2800 10400 26 76 168 

32 3000 10100 3400 11300 3700 12400 34 85 172 

Tolerance on LED flux is ± 7% and on total luminaire power ± 5 % 
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CIRCLE LED BASE S | LIGHT DISTRIBUTIONS

5266 Sides louvers 5267 Sides louvers 5270 Front louvers

5273 Front louvers 5279 Sides louvers 5280

5281 Sides louvers 5293 Rear louvers 5294 Rear louvers
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CIRCLE LED BASE S | LIGHT DISTRIBUTIONS

5295 Rear louvers 5296 5316

5321 Rear louvers 5364 Rear louvers 5383

5384 5385 5418


	CIRCLE_LED_BASE_S_ProductSheet_EN
	Schreder_CIRCLE LED BASE S_en_12_05_2025



